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PRODUCT CATALOGUE 
 

24-Volt DC valve actuators 
for spindle valves, pressure reducers, ball valves and butterfly valves 

 
¶ Innovative and user-friendly 

¶ Simplest form of actuation through integrated motor controls 

¶ Possibility of manual and / or automatic actuation using commercially available controllers 

¶ Special controllers are not required 

¶ Possibility of accurate and repeatable metering even in cut-off range using suitable valves 

¶ The valve actuators can be delivered as different prototypes and many product versions that 
could be ordered. 

 
Stainless steel flow control / metering and cut-off valve 

for gases and liquids 

 
¶ Different Cv values for the same product size 

¶ Non-rotating stem tip for long standby times 

¶ Specially designed for actuated operation 
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Overview 
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Type 24-Volt DC actuators for valve stems 
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 Housing types (function, design and technical data) 
 

 

Model N802 Type of protection: 
Torque: 

IP 67 
4 Nm, briefly 8 Nm 

4 

Model TA70 
(also available in stainless 
steel design) 

Type of protection: 
 
Torque: 

Ex II 2G Ex db IIC T6 Gb 
IP 65 
8 to 32 Nm 
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Control electronics (integrated in actuator) 
 

 

N802 
TA70/../EX 

Actuation: 
Valve end position feedback: 

+ 5 to + 24-Volt DC 
potential-free work contacts (NOC) 

9 

N802/P3 
TA70/../EX/P3 

Actuation: 
Valve end position feedback: 
Positioning signal: 

+ 5 to + 24-Volt DC 
potential-free work contacts (NOC) 
potentiometer output 

10 

N802/P4 
TA70/../EX/P4 

Actuation: 
Valve end position feedback: 
Positioning signal: 

4 - 20 mA or 2 - 10 Volt DC 
potential-free work contacts (NOC) 
potentiometer output 
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N802/P5 
TA70/../EX/P5 

Actuation: 
Valve end position feedback: 
Positioning signal: 

+ 5 to + 24 Volt DC 
potential-free work contacts (NOC) 
4 ï 20 mA or 2 - 10 Volt DC 
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N802/P7 
TA70/../EX/P7 

Actuation: 
Valve end position feedback: 
Positioning signal: 

4 - 20 mA or 2 - 10 Volt DC 
potential-free work contacts (NOC) 
4 - 20 mA or 2 - 10 Volt DC 
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24-Volt DC actuators for ball and butterfly valves 
 

 

 Housing types (function, design and technical data) 
 

 

Model K8 Type of protection: 
Torque: 

IP 67 
4 Nm, briefly 8 Nm 

14 

Model TA70 
(also available in stainless 
steel design) 

Type of protection: 
 
Torque: 

Ex II 2G Ex db IIC T6 Gb 
IP 65 
8 to 32 Nm 
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Control electronics (integrated in actuator) 
 

 

K8/2W 
TA70/../EX/2W 

For 2/2-way valves (K8 to DN 20, TA70 to DN 32) 
90Á or 180Á phase shift 
 

Actuation: contacts 
Valve end position feedback: potential-free work contacts (NOC) 

19 

K8/3W 
TA70/../EX/3W 

For 3/2-way valves (K8 to DN 20, TA70 to DN 32) 
90Á, 120Á or 180Á phase shift 
 

Actuation: contacts 
Valve end position feedback: potential-free work contacts (NOC) 

20 

K8/4W 
TA70/../EX/4W 

For 4/2-way valves (K8 to DN 20, TA70 to DN 32) 
90Á phase shift 
 

Actuation: contacts 
Valve end position feedback: potential-free work contacts (NOC) 
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Stainless steel flow control / metering and cut-off 
valves for gases and liquids 
 

 

DN 1 - DN 6 9 different Cv values can be selected for the same product size 22 

DN 7 - DN 12 23 6 different Cv values can be selected for the same product size 
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Function, design and technical data 
Model N802 for valve stems and pressure reducers 
 
 

¶ Simplest form of actuation through integrated motor controls 

¶ Possibility of manual and / or automatic actuation using commercially available controllers 

¶ Special controllers are not required 

¶ Accurate control of OPEN / OFF / CLOSE-functions in the smallest intervals up to a max. of 20 rotations 

¶ Internal end position disabling and feedback 

¶ GULEX valves or commercially available valves up to DN 20 can be combined with the actuators 

¶ Possibility of accurate and repeated metering even in cut-off range using suitable valves 

¶ The valve actuators can be delivered as different prototypes and many product versions that could be ordered 
 
 
 
Dimensions:    Ï 75 x 160 mm, excluding extension elements and valve 
 
Weight:    approx. 1300 g 
 
Cycle time:    either 1 to 12 s/360Á or variable cycle times upon request 
  
Rotations:    max. 20 rotations 
 
Operation time:   approx. 80 % of maximum operation time 
 
Ambient temperature:  - 30Á C to + 85Á C 
 
Wiring:    2 m free cable end or length according to customer specifications or 
     12 pole male socket with angled connector 
 
Type of protection:   IP 67 
 
Housing:    aluminium (anodised) 
 
Assembly:     the actuator can be fitted in all positions via 2 M5 fastening thread at the lower side of 
     the actuator head 
 
Overload:    adjustable slip clutch (mechanical) 
     thermostatic switch with operation lamp (electric) 
 
Torque:    4 Nm, briefly 8 Nm 
 
Voltage supply:   24-Volt DC 
 
Rated current:   max. 1.0 A 
 
Actuation:    + 5 to + 24 Volt DC or 
     4 - 20 mA or 
     2 - 10 Volt DC 
 
Valve end position feedback: potential-free work contacts (NOC) 
 
Positioning signal:   4 - 20 mA, 2 - 10 Volt DC or potentiometer outlet 
 
Position hysteresis:   < 3Á 
 
Positioning accuracy:  0.25 % 
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Frontal view and dimensions 
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Function, design and technical data 
Model TA70/../EX for valve stems and pressure reducers  
 
 

¶ Simplest form of actuation through integrated motor controls 

¶ Possibility of manual and / or automatic actuation using commercially available controllers 

¶ Special controllers are not required 

¶ Accurate control of OPEN / OFF / CLOSE-functions in the smallest intervals up to a max. of 20 rotations 

¶ Internal end position disabling and feedback 

¶ GULEX valves or commercially available valves up to DN 30 can be combined with the actuators 

¶ Possibility of accurate and repeated metering even in cut-off range using suitable valves 

¶ The valve actuators can be delivered as different prototypes and many product versions that could be ordered 
 
 
 
Dimensions:    Ï 127 x 170 mm, without extension elements and valve 
 
Weight:    approx. 2200 g 
 
Cycle time:    either 2 to 44 s/360Á or variable cycle times upon request 
  
Rotations:    max. 20 rotations 
 
Operation time:   approx. 80 % maximum operation time 
 
Ambient temperature:  - 20Á C to + 60Á C 
 
Wiring:    2 m free cable end or length according to customer specifications 
 
Type of protection:   Ex II 2G Ex db IIC T6 Gb or IP 65 
 
Housing:    aluminium, steel (painted) or 
     stainless steel 
 
Assembly:     the actuator can be fitted in all positions via 2 M5 fastening thread at the lower side of 
     the actuator head 
 
Overload:    adjustable slip clutch (mechanical) 
     fuse (external) 
 
Torque:    8 to 32 Nm 
 
Voltage supply:   24-Volt DC 
 
Rated current:   max. 1.25 A 
 
Actuation:    + 5 to + 24 Volt DC or 
     4 - 20 mA or 
     2 - 10 Volt DC 
 
Valve end position feedback: potential-free work contacts (NOC) 
 
Positioning signal:   4 - 20 mA, 2 - 10 Volt DC or potentiometer outlet 
 
Position hysteresis:   < 3Á 
 
Positioning accuracy:  0.25 % 
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Frontal view and dimensions 
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Ï 127 mm 


